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M E D I C A L  D E V I C E S

Links &
Accessories

www.fresenius-kabi.com

Manufacturer
Fresenius Vial S.A.S
Le Grand Chemin 
38590 Brézins
France
Tel: +33 (0)4 76 67 10 10
Fax: +33 (0)4 76 67 11 34
A Company of Fresenius Kabi



Link 4+ Agilia Link 6+ Agilia Link 8+ Agilia 

Number of slots 4 6 8

Optical Infrared connection 4 6 8

Size (H/W/D) 650 x 140 x 100 mm 940 x 140 x 100 mm 1230 x 140 x 100 mm

Weight 2.7 kg 3.3 kg 3.9 kg

Connection to the mains 100 - 240 V AC - 1 plug

Waterproofness IP 22

Compliance standard 93/42/EC Medical devices directive EN/IEC 60601-1

                        Article number Z073482 Z073483 Z073499

Link 4 Agilia Link 6 Agilia Link 8 Agilia 

   Number of slots 4 6 8

  Size (H/W/D) 650 x 140 x 100 mm 940 x 140 x 100 mm 1230 x 140 x 100 mm

 Weight 2.3 kg 2.9 kg 3.5 kg

Connection to the mains 100 - 240 V AC  - 1 plug

Waterproofness IP 22

Compliance standard 93/42/EC Medical devices directive EN/IEC 60601-1

Article number Z073480 Z073481 Z073498

Link 4 Agilia, Link 6 Agilia, Link 8

Link 4+ Agilia, Link 6+ Agilia, Link 8+ Agilia Comm unication Racks

Duo Agilia: Two channel accessory

Nurse call Agilia

VOCATION

Link+ Agilia allows the power and communication centralisation for 4, 6 or 8 Agilia devices, reducing the 
number of needed cables for a safer work place.

Communication capabilities:

�y Connection to PDMS or hospital information systems to export data.

�y Connection to a nurse call system.

�y Importation of drug libraries and device configurations created with Vigilant Agilia on a computer.

�y Maintenance activities of the devices with the software Partner Agilia on a computer.

Vigilant USB cable for Agilia. Article number Z073491.

Vigilant RS232 cable for Agilia. Article number Z073493.

CHARACTERISTICS

VOCATION

Link Agilia allows the power centralisation for 4, 6 or 8 Agilia devices , reducing the 
number of needed cables for a safer working place.

The material resistance and technical design create a stable and rigid installation for a 
4, 6 or 8 channel infusion. 

Each module can be loaded or taken out separately.

Thanks to the upper cap of the link, the devices are well protected in case of leaking 
liquid.

The power cap also protects the mains power from infiltrations.

The automatic security hooking system and the metallic guide permit an easy installation 
of the devices.

The back-fixing clamp has been specially designed to be installed on any pole.

CHARACTERISTICS

VOCATION

Duo Agilia allows the power centralisation of two A gilia devices, reducing the 
number of needed cables for a safer working place.

Thanks to the resistance of the material and the technical design, Duo Agilia 
creates a strong rigidity between the devices. This system is particularly adapted 
for ambulances and other transportation means. Its robustness will support 
emergency transportation and protect the ongoing infusion.

Duo Agilia can be used with any standard power cable delivered with the devices 
connected to the mains.
Duo Agilia is also appropriate wherever two infusion channels are required and 
can be installed as a double channel device.

MECHANICAL CHARACTERISTICS

�'��Number of slots for Agilia devices: 2
�' Connection to the mains: 1
�' Size (H/W/D): 170 x 40 x 45 mm
�' Weight: 180 g
�' Waterproofness: IP 22

TECHNICAL SPECIFICATIONS

�'��Compliance Standard: 93/42/EC Medical devices direc tive      
EN/IEC 60601-1

�'��Article number: Z073495

Y Duo Agilia
VOCATION

Y Duo Agilia allows the connection to the 9 V mains thanks to a Y cable 
combined with the power cable for automotive power supply from 12 to 30  V DC. 
The two devices will be powered by the power cable through the Y cable.
�'��Article number: Z073497

DC-DC Converter Agilia

VOCATION

The 12 - 30 V DC cable is particularly adapted to connect the devices in ambulances.

MECHANICAL CHARACTERISTICS

�'��Input length cable: 1800 mm
�'��Output length cable: 300 mm
�'��Housing dimensions (H/W/D): 30 x 100 x 60 mm

TECHNICAL SPECIFICATIONS

�'��Input voltage: 11 - 30 V DC
�'��Output voltage: 9 V DC
�'���0�D�[�L�P�X�P��input current: 1.8 A
�'���0�D�[�L�P�X�P��output current: 2 A
�'��Input connector: DIN ISO 4165
�'��Compliance Standard:  93/42/EC Medical devices directive

EN/IEC 60601-1 / EN/IEC 60601-1-2
�'��Article number: Z073494

VOCATION

The cable allows the connection to a nurse call system.

MECHANICAL CHARACTERISTICS

�'��Agilia cable length: 300 mm (Wire termination)
�'��Nurse call cable: 1800 mm

TECHNICAL SPECIFICATIONS

�'��Output: Mechanical relay with inverse contact
�'���0�D�[�L�P�X�P��output voltage: 24 V AC/DC
�'���0�D�[�L�P�X�P��output current: 1 A AC/DC
�'��Double insulation: 4 kV
�'��Compliance Standard: 93/42/EC Medical devices direc tive      

EN/IEC 60601-1 / EN/IEC 60601-1-2
�'���$�U�W�L�F�O�H���Q�X�P�E�H�U�����=������������
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Agilia

The Agilia family offers a complete 
range of infusion pumps, accessories 
and disposables to cover all major 
IV drug administration needs.

Maintenance Tools

Injectomat Agilia

HANDY

Injectomat MC Agilia

COMPREHENSIVE

Injectomat TIVA Agilia

ANAESTHESIA
DEDICATED

Volumat Agilia

SMART

Volumat MC Agilia

ADVANCED

Links & Accessories

Administration Sets

Injectomat, Volumat, Agilia and Vigilant are 
registered trademarks by Fresenius Kabi in 
selected countries.

Links & Accessories


